
Advanced Cash Recycling
Reduce operating costs and increase availability

Large Cash Capacity 
Reduce CIT frequency to optimized cash operations

Weatherized Protection  
Robust design and structure protects the ATM from the elements

Feature Highlights

Cajera Guardian
Secure your ATM network from both
attacks and the weather.

The Cajera Guardian is a fully weatherized, 
free-standing recycling ATM that comes with a large 
cash capacity, as well as other innovations in cash 
handling. This recycling ATM is ideal for optimal 
outdoor retail self-service banking operations.

For more information visit hyosung-tns.com

Scan here to
learn more

Multiple Large  
Display Options 

Weatherized
Design

Recycle up to
8 Denominations

Up to 430mm
Note Capacity per

Cassette

Enhanced Security
Features

Multi-Denomination Support
Split cassette technology allows for more diverse bill transactions

TM



Media Handling

• Bill Recycling Module 
- 4 recycling cassettes and 1 deposit cassette
- Large cassette: 430mm capacity¹
- Split cassette: Top 100mm capacity¹
                                Bottom 185mm capacity¹
- Deposit cassette²: 430mm capacity¹
- Retract·Reject cassette: 50mm capacity¹
- Bundle up to 200 notes per transaction

Servicing

• Front access
• State of health indicators for all modules

Environmental Conditions

• Temperature: -35°C ~ 50°C (-31°F ~ 122°F)
• Humidity: 10% ~ 90%

Power Supply

• AC 100 ~ 127V ± 10% / 10.0A, 50 ~ 60Hz
• Battery backup 

Additional Features

• Lead-through indicator
• Heater 
• Cooler (Optional)
• Securely moves cash within the branch

or among different locations
• Transit Cassette: Large (430mm¹)

or Standard (320mm¹)
• Interchangeable with other Hyosung 

teller cash recyclers  and branch 
transformation units

• Communication – TCP/IP

System Platform

• Microsoft Windows® Platform
• Hyosung BlueVerse™ XFS

Security

• CEN-III EX-GAS
• Dial lock + Key lock
• Door sensor
• Security hand camera (Face optional)

Printer

• 3.1” graphical thermal receipt printer

Customer Interface

• 15” Touchscreen (19” optional)
• Card reader (Dip/Motorized)

- EMV compliant
• Contactless card reader (Optional)
• Barcode reader (Optional)
• Encrypted pin pad (PCI compliant) 
• Audio jack
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Footnotes:
1: Subject to media quality and other variables
2: Deposit cassette configurations:

• 1 Slot: 430mm capacity¹
• 2 Slots: 65mm / 330mm capacity¹
• 3 Slots: 65mm / 65mm / 225mm capacity¹   

Specifications

Note: Internal components may change with the  introduction of new 
technology. Hyosung TNS reserves the right to change the specifications 
of this device to accommodate the changes in  technology.

Face Camera

NFC Reader

Card Reader

Audio Jack

Encrypted PIN Pad

Intuitive User Interface

Barcode Reader

Cash Recycling Module

Receipt Printer

Dimensions

• Height: 1,610 mm (63.4”)
• Width: 500 mm (19.7”)
• Depth: 1,010 mm (39.8”)
• Weight: 640 kg (1,411 lbs)


